H32
PLASTICS PROFILED SHEET CLADDING/COVERING
H10 
PATENT GLAZING – 115 PATENT GLAZING
L10 
WINDOWS/ ROOFLIGHTS/ SCREENS/ LOUVRES - 460 ROOFLIGHTS


TYPE(S) OF CLADDING SYSTEM


PLASTICS CLADDING _________

-

Drawing reference(s): _________

-

Primary & Secondary Support Structure: [Blockwork or Steelwork as required - upper, lower and side structural support, intermediate structural support behind sheets as necessary (refer to product load table or manufacturer for support centres)].
-

Glazing Material: [16mm thick honeycomb structure multiwall polycarbonate]


Type: [Interlocking tongue and groove translucent panels]



Product ref: [Module 500/16 vertical glazing system]

· Manufacture/Supplier: 



[Rockwell Sheet Sales Ltd


Rockwell House


Birmingham Road


Millisons Wood


Coventry


CV5 9AZ


Tel: 01676 523386  


Fax: 01676 523630


www.rockwellsheet.com]

-

Profile: [Flat sheet]



Length: [manufactured to required length max. 8m]



Panel width/cover width: [500mm]



Light diffusion class: [light transmission: clear 61%, opal 30%]


Finish/Colour: [standard translucent - clear or opal tint (other colours available on extended lead time and subject to min. quantity/surcharge)]
-

U-value: 1.99 W/m2K

-

Fire Classification: BS EN 13501-1 [B s1 d0]

-
Perimeter Profiles: [aluminium upper and lower profiles, aluminium two part side profiles with gasket (silver anodized or PPC to any RAL colour on request)].

-
Intermediate Fasteners: [aluminium ‘hidden’ fastening clamps as required]
-
Fastener profile location: [positioned between sheet joint on every intermediate cross support]

-
Number and distribution of fasteners: [span distances to manufacturer’s recommendations/dependent on wind loads]
-
Special features: [UV Protection: surface UV protection to protect against significant discolouration and degradation for at least 10 years. 
-
All items to be fixed in accordance with manufacturer's recommendations].

